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Elements collection
Design your World. 

Falmec’s new Elements collection transcends the usual boundaries of aspiration, transforming this fundamental function 
regarding the quality of the environment and everyday life into a modular, innovative, multifunctional structure that is fully 
integrated into the kitchen. 

A completely new concept that is broken down into different technological and design solutions, and that is conceived to 
respond to multiple stylistic contexts, usage needs, and installation types. 

This was the idea behind our exclusive Monolith, Shelf, and Air Wall systems: three brand new products with cuttingedge 
technology hidden within modular elements, that have unique aesthetics, are rich in functions, and that perfectly integrate 
with interior design projects. 

The traditional hood disappears, and aspiration becomes an integral part of the kitchen’s design, offering new furnishing 
solutions, that are ever richer in charm and functionality. The Elements collection opens up new horizons in design, creating 
new architecture in the kitchen, and is capable of adapting to spaces, while best accompanying every step of daily life.
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Elements collection.
Monolith

Functionality multiplied.
Resting on the worktop, Monolith is an element of the most precious design, conceived in order to cater for a range of needs in 
the most refined way. 

A handy channel equipped with suction function, that can also hold ladles, spices, knives, cutting boards and other tools, as 
well as electrical outlets, lends style and practicality to the kitchen. The system is also equipped with suffused light, lending an 
alluring suspended effect, while diffusing a pleasant beam of light in your kitchen.

Plus.

Functional design
Create a small barrer to separate functional area and the rest 
of the kitchen / living room.
A workstation with all you need for kitchn activities very close 
to the operator. 

Quiet and performing 
Very quiet, powerfull and efficient: thanks to the use of a 
powerfull brushless motor and air flow optimization.

Flexible 
Suitable for both induction and gas hobs.
Minimum encumbrance: motor can be moved on front or 
back side, to optimize the space inside cabinet. 

Easy to install 
Only needed one hole in the worktop; motor is included; smart 
fixing systems for accessori elements.

Easy to mantain 
Both grease and anti oudor filters can be esaily removed from 
the top (thanks to a basket that incorporate all these spare 
parts).

Techological
Best Filtrazione thanks to Carbon.Zeo filters (optional).

Product availability from April 2023
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Elements collection.
Monolith / features

front and back satin glass panel

soft closing door

ergonomic touch controlmetallic filter + Carbon.Zeo filter (optional)

module 
container 60 cm

module 
container 30 cm

module 
container 90 cm

module 
hood 90 cm

ambient light
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EAN Code Code Description

8034122364698 CMOW90.00P8#ZZZN490F Hood module Monolith

8034122713632 KACL.455#NF Accessory module 90 cm

8034122713625 KACL.454#NF Accessory module 60 cm

8034122713618 KACL.453#NF Accessory module 30 cm

8034122713694 KACL.1018#NF Plant basin 30 cm

8034122713557 KACL.1011 Cutlery tray (1 compartment) 293x128x54 mm / natural beech wood

8034122713564 KACL.1012 Cutlery tray (2 compartments) 293x128x54 mm / natural beech wood

8034122713571 KACL.1013 Cutlery tray (4 compartments) 446x128x54 mm / natural beech wood

8034122713588 KACL.1014 Knife rack 446x128x54 mm / natural beech wood

8034122713519 KACL.1015#H4F Accessory sockets / usb + electrical

8034122713540 KACL.1010 Cutting board 293x128 mm / natural beech wood

8034122713755 KACL.1021 Porta spezie

8034122713434 KACL.1006 Carbon.Zeo filter

designer Studio Ferriani, Falmec Lab 

Material / Finish
Matt black aluminium frame, 
black satin glass front
Installation / Size
Worktop 
Hood module: 90 cm 
Moduli accessori: 30, 60, 90 cm
Control
Touch control
3 speed + Boost
Remote control optional
Dialogue system
Energy Class 
A++
Lighting
Ambient light (3000 K)
Motor
Brushless 800 m3/h
Filtration
Carbon.Zeo (optional)

Hood module 90 cm

*quote including side buffers
(2 mm + 2 mm)

Accessory module 90 cm

Accessory module 60 cm

Accessory module 30 cm

Plant basin 30 cm

Configuration example
hood 90 cm + accessory 90 cm

Cut out size

Side view

Elements collection.
Monolith / technical drawings
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Elements collection.
Monolith / configuration examples

module
hood
90 cm

module
hood
90 cm

module
hood
90 cm

module
hood
90 cm

module
container
90 cm

module
container
30 cm

module
container
60 cm

module
container
30 cm

module
container
30 cm

module
container
60 cm
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Cutlery tray (1 compartment) 
293x128x54 mm / natural beech wood
KACL.1011

Cutlery tray (4 compartments) 
446x128x54 mm / natural beech wood
KACL.1013

Cutlery tray (2 compartments) 
293x128x54 mm / natural beech wood
KACL.1012

Cutting board 
293x128 mm / natural beech wood
KACL.1010

Accessory sockets
KACL.1015#H4F

Knife rack 
446x128x54 mm / natural beech wood
KACL.1014

Spice rack
293x128x54 mm / natural beech wood

Elements collection.
Monolith / accessories



8

Elements collection.
Shelf

Suction shelf.
Thanks to exclusive Multi-Air technology, Shelf incorporates a very thin suction element in a shelf structure of only 10 cm 
in thickness, equipped with a removable vane to increase smoke suction capacity. This element with hood function can be 
enriched with additional modules to create a versatile hanging furniture system on the wall.

Plus.

Tecnologico
Forma ultra sottile (10 cm), grazie alla tecnologia Multi-Air. 
Migliore filtrazione grazie ai filtri Carbon.Zeo.

Funzionale
Illuminazione led dinamica per una perfetta illuminazione del 
piano di lavoro. 
Possibilità di usare lo spazio superiore della mensola per 
piante e altri attrezzi.

Facile da usare
Una porta scorrevole in vetro con controlli touch incorporati 
per aumentare la capacità di aspirazione.

Personalizzabile
Il pannello frontale può essere personalizzato.

Flessibile 
Scelta tra una versione filtrante e una aspirante.

Product availability from May 2023
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Elements collection.
Shelf / features

perimeter suction
(on filtering version)removable veil

in smoked glass
touch control panel
3 speeds + Booster dynamic led light

90 cm module

black satin-finish aluminium front

60 cm module

hood body 120 cm
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Elements collection.
Shelf / features

No-Drop system
(on extraction version) 

Custom version



designer Falmec Lab 

Filtering version

Technology
Multi-air
Material / Finish
Satin Black matt aluminium
profiles; smoked glass, hood body
matt black painted steel
Installation / Size
Wall 
Hood module 120 cm 
Shelf module: 60 cm, 90 cm 
Control
Touch control
3 speed + Boost
Illuminazione
Dynamic Led Light
Motor
Brushless 500 m3/h
Filtration
Carbon.Zeo

Suction version

Technology
No-Drop
Material / Finish
Satin Black matt aluminium
profiles; smoked glass, hood body
matt black painted steel
Installation / Size
Wall 
Hood module 120 cm 
Shelf module: 60 cm, 90 cm
Control
Touch control
3 speed + Boost
Illuminazione
Dynamic Led Light
Motor
to match

Accessory modules
(valid for both version)

Elements collection.
Shelf / technical drawings

1202*

380

491

10
0

602*

380

10
0

902*

380

10
0

380
368

491

10
0

368

491

10
0

1202*

380

491

10
0

602*

380

10
0

902*

380

10
0

380
368

491

10
0

368

491

10
0

1202*

380

491

10
0

602*

380

10
0

902*

380

10
0

380
368

491

10
0

368

491

10
0

2
3

2

102

380
368

491

1202*

380

10
0

2
3

2
102

368

491

1202

380

10
0

2
3

2

102

380
368

491

1202*

380

10
0

1202*

380

491

10
0

602*

380

10
0

902*

380

10
0

380
368

491

10
0

368

491

10
0

600

380

10
0

900

380

10
0

600

380

10
0

900

380

10
0

1202*

380

491

10
0

602*

380

10
0

902*

380

10
0

380
368

491

10
0

368

491

10
0

120 cm filter hood module

extractor hood module 120 cm side view without front panel 
(customizable version) 

side view with 
aluminium front panel 

side view without front panel 
(customizable version) 

side view with 
aluminium front panel 

shelf module 90 cm

tray for shelf 90 cm
(accessory)

tray accessory 90 cm

shelf module 60 cm

tray for shelf 60 cm
(accessory)

*including side buffers (1 mm + 1 mm)

*including side buffers (1 mm + 1 mm)

*including side buffers (1 mm + 1 mm)

11



Elements collection.
Shelf

Custom version with wooden front panel

Motor unit to be order separately

12

EAN Code Code Description

8034122362793 CKMN20.E0P2#ZZZN451F Hood Shelf 120 cm (filtering), satin black aluminium

8034122365299 CKMN20.E1P2#ZZZN400F Hood Shelf 120 cm, satin black aluminium

8034122365091 CKMN20.E2P2#ZZZN451F Hood Shelf 120 cm (filtering), custom

8034122365305 CKMN20.E3P2#ZZZN400F Hood Shelf 120 cm, custom

8034122713595 KACL.451#NF Shelf module 60 cm black

8034122713601 KACL.452#NF Shelf module 90 cm black

8034122713649 KACL.456#NF Shelf module 60 cm black / custom

8034122713656 KACL.457#NF Shelf module 90 cm black / custom

8034122713663 KACL.458#3F Trey for shelf 90 cm steel

8034122713670 KACL.459#3F Trey for shelf 60 cm steel

8034122713533 KACL.966 Regenerable Carbon.Zeo filter (284x127 mm)
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Elements collection.
Shelf / configuration examples

Module 
hood
120 cm

Module 
hood
120 cm

Module 
hood
120 cm

Module 
hood
120 cm

Module 
shelf
90 cm

Module 
shelf
60 cm

Module 
shelf
90 cm

Module 
shelf
90 cm

Module 
shelf
60 cm

Module 
shelf
60 cm
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Elements collection.
Air Wall

Vertical integration.
Air Wall integrates suction technology into a backlit, white tempered glass vertical panel, transforming the back of the kitchen 
into a multifunctional surface that purifies the air, while at same time creating an evocative ambient light. Developed in 
collaboration with Magnetolab, Air Wall is also equipped with a magnetic system, which allows the system to be enriched with 
additional accessories that can be positioned freely on its surface.

Plus.

Functional design
Minimal design, white glass, back lighted, suitable 
with dimmable light.
Openable glass door for smokes inlet.
Slim body (just 6 cm thickness).
Magnetic system to add accessori on the glass surface.

Flexible 
Suitable for both induction and gas hobs.
Ducted or filtering (Carbon.Zeo underbase filters).

Product availability from April 2023
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Elements collection.
Air Wall / features

backlit white glass panel

black painted metal frame

central suction 
(Module 120 cm), 

right or left 
(Module 150 cm)

Touch control
3 speed + Booster

opening flap



designer Magneto Lab, Falmec Lab 

Material / Finish
Back lighted white glass
panel, painted white 
Installation / Size
Wall 
120 cm (central suction)
150 cm (right or left suction)
Control
Touch control
3 speed + Boost
Energy Class 
A++
Lighting
Diffuse light (4000 K)
Motor 
600 m3/h
Filtration
Carbon.Zeo (optional)

Front view
module 120 cm
central suction

Filtering version
module 120 cm
central suction

Side view
module 120 cm
central suction

Elements collection.
Air Wall / technical drawings

The system always consists of hood + module to be ordered separately

16

EAN Code Code Description

8034122365312 CSHN00.01P8#ZZZB490F Hood Air Wall

8034122713472 KACL.1007#NRSFF Module panel 120 cm central suction

8034122713489 KACL.1008#NRSFF Module panel 150 cm right suction

8034122713496 KACL.1009#NRSFF Module panel 150 cm left suction

8034122713762 KACL.1022#HF Double shelf spice rack accessory

8034122713779 KACL.1023#HF Accessory shelf with ladle holder

8034122713786 KACL.1024#HF Book/tablet shelf accessory

8034122713793 KACL.1025#HF Accessory shelf with glass rack
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Front view
module 150 cm
left suction

Side view
module 150 cm

Front view
module 150 cm
right suction

Extraction version
module 150 cm
left suction
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Accessory shelf with glass rack
Width: 450 mm / Depth: 95 mm / Height: 60 mm
Maximum load: 4500 g
KACL.1025#HF

Book/tablet shelf accessory
Width: 320 mm / Depth: 60 mm / Height: 140 mm
Maximum load: 3000 g
KACL.1024#HF

Elements collection.
Air Wall / accessories

Double shelf spice rack accessory
Width: 340 mm / Depth: 110 mm / Height: 130 mm
Maximum load: 4500 g
KACL.1022#HF

Accessory shelf with ladle holder
Width: 300 mm / Depth: 100 mm / Height: 70 mm
Maximum load: 2500 g
KACL.1023#HF

17
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Cooking systems
Integrated cooking system.

Falmec has designed and created a range of products that integrate cooking and extraction in a single body, inspired by a 
concept of total minimalism, ergonomics, design and high efficiency. 

Integrated solutions that incorporate all of the experience by Falmec in extraction, together with cutting-edge cooking 
technologies, create products in tune with contemporary trends and lifestyles. Fitted with powerful and efficient motors, but at 
the same time extremely quiet, Falmec integrated cooking systems guarantee optimum performance.

Recirculation mode uses exclusive Falmec Carbon.Zeo technology, providing outstanding odour elimination and noticeably 
reducing cooking vapours.



Product availability from April 2023

19

Brera
Invisible technology. 

On the worktop, Brera presents itself as an essential element that hides a concentration of technology, with excellent suction, 
silence, and energy efficiency performance.
Its configuration also provides for a large, versatile and uniform cooking surface.



designer Falmec Lab

•Energy Class A++
•Motorised glass flap system
•Black ceramic glass
•Brushless motor
•Slider touch control with display
•Auto mode (suction speed automatically
adjusts to cooking power)
•4 cooking areas with Flex Surface technology
•Double bridge
•9 cooking levels + Boost
•Automatic pot detection
•Automatic cut-off timer
•Stand alone timer 
•Keep Warm function
•Pause and recall function 
•Chef function
•Safety switch off/Safety lock function
•Residual heat indicator
•Carbon.Zeo filter saturation warning
•Power level management,
3 levels available: 2.8 kw, 3.5 kw, 7.4 kw.

Front view

Top view

Side view
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Cut-out size
Over top installation

Cut-out size
Flush intallation

Removable filter basket

Side view
Motor positions

Carbon.Zeo
filter
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Brera.
Technical drawings

Layout induction zones
4 Zones 190 x 210 mm (2,1 / 3 kW) 
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Brera.

EAN Code Code Description

8034122900353 CBRW90.00P8#ZZZN490F Hood Brera

8034122713434 KACL.1006 Regenerable Carbon.Zeo filter 271x113 mm (optional)*

*In normal use conditions, we
recommend regenerating the
zeolite-carbon filter every 18
months and replacing it after 3
years. Simply place it in a domestic
oven at a temperature of 200°C for
approximately 1 hour to regenerate
it. Wait until the filter cools before
reassembling it.



22

Zero
Geometric integration.

With its elegant play of forms, Zero stands out thanks to the precision of its clean and flat design, which allows it to be 
perfectly integrated into the kitchen worktop. The central suction part is characterized by a glass element that can be 
positioned according to the four cooking zones, catering for different needs.
Zero is also available in the Easy version, which comes with built-in Carbon.Zeo filter and a direct output at the rear that 
provides maximum ease of installation and maintenance.

Product availability from May 2023



Zero Easy.
Technical drawings
designer Falmec Lab

Front view Side view
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Top view

Easy maintenance
Carbon.Zeo filter removable from top
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Cut-out size
Over top installation

Cut-out size
Flush intallation

EAN Code Code Description

8034122900940 CUZQ90.06P8#ZZZN461F Hood Zero Easy 84 cm

8034122713526 KACL.965 Regenerable Carbon.Zeo filter 266x328 mm (spare parts)

23

•Carbon.Zeo filter (included)
removable from top
•Black ceramic glass
•Energy Class A+
•4 cooking zone
•Air slide system to imporve scution 
performace 
•Slider touch control with display
•Auto mode (suction speed automatically
adjusts to cooking power)
•Automatic bridge function
•9 cooking levels + Boost
•Automatic pot detection
•Pause function - recall
•Automatic cut-off timer
•Stand alone timer
•Timer for cooking zone
•Keep Warm function
•Safety switch off/Safety lock function
•Residual heat indicator
•Carbon.Zeo filter saturation warning
•Liquid collector tray
•Power level management,
from 2.8 kw to 7.4 kw
•Brushless motor
•Rear outlet

Layout induction zones
190 x 210 mm (2,1 / 3 kW) 
190 x 210 mm (2,1 / 3 kW) 
ø160 mm (1,4 / 2,1 kW) 
ø200 mm (2,3 / 3 kW) 



Zero.
Technical drawings
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EAN Code Code Description

8034122900933 CUZQ90.05P8#ZZZN460F Hood Zero 84 cm

8034122713526 KACL.965 Regenerable Carbon.Zeo filter 266x328 mm

8034122708324 KACL.930 Carbon.Zeo filter underbase

8034122711843 KACL.951 Carbon fillter h60 underbase 

8034122712017 KACL.955 Underbase filter grid

•Energy Class A+
•4 cooking zone
•Air slide system to imporve scution 
performace 
•Slider touch control with display
•Auto mode (suction speed automatically
adjusts to cooking power)
•Automatic bridge function
•9 cooking levels + Boost
•Automatic pot detection
•Pause function - recall
•Automatic cut-off timer
•Stand alone timer
•Timer for cooking zone
•Keep Warm function
•Safety switch off/Safety lock function
•Residual heat indicator
•Carbon.Zeo filter saturation warning
•Liquid collector tray
•Power level management,
from 2.8 kw to 7.4 kw
•Brushless motor
•Ducting included
•Carbon.Zeo filter (optional) 

Optionele accessoires

Carbon.Zeo filter underbase
KACL.930 
Carbon fillter h60 underbase 
KACL.951 

Carbon.Zeo filter
(integrated in the hood)
KACL.965

Underbase filter grid
KACL.955

designer Falmec Lab

Top viewFront view

Cut-out size
Over top installation

Cut-out size
Flush intallation

Layout induction zones
190 x 210 mm (2,1 / 3 kW) 
190 x 210 mm (2,1 / 3 kW) 
ø160 mm (1,4 / 2,1 kW) 
ø200 mm (2,3 / 3 kW) 
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Induction hob
The best combination.

Falmec presents a new collection of induction hobs that have been specially designed to integrate with the design and 
functionality of its hoods allowing control. Maximum precision regarding temperature management, speed in reaching the 
perfect cooking point, and the ideal dimensions to perfectly cater for all your space and movement needs: with Falmec 
induction hobs achieving extraordinary results in the kitchen is effortless.

Functioning automatically, Dialogue System autonomously adjusts suction power according to your real needs, guaranteeing 
extreme ease of use and improved consumption and performance ratio.

Product availability from May 2023
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Induction hob – 59 cm

Dimensions
51 x 58 cm
Voltage/Frequency
220-240V 50/60 Hz
Min. power
2,8 kW
Max. power
7,4 kW
Installation
Flush/half flush

Induction hob – 78 cm

Dimensions
51 x 78 cm
Voltage/Frequency
220-240V 50/60 Hz
Min. power
2,8 kW
Max. power
7,4 kW
Installation
Flush/half flush

bridge function bridge function

Induction hob
Technical drawings.

Layout induction zones
190 x 210 mm (2,1 / 3 kW) 
190 x 210 mm (2,1 / 3 kW) 
ø160 mm (1,4 / 2,1 kW) 
ø200 mm (2,3 / 3 kW) 
 

Layout induction zones
190 x 210 mm (2,1 / 3 kW) 
190 x 210 mm (2,1 / 3 kW) 
ø200 mm (2,3 / 3 kW)
ø250 mm (2,3 / 3 kW) 

•Dialogue system: hood control 
(lighting and motor with automatic 
mode)
•Touch slider control with display
•Bridge function with automatic 
detection
•Automatic pot detection
•Chef function
•Heat-Up function
•Keep Warm function
•Pause function - Recall
•Independent timer for
each cooking zone
•Timer/minute reminder
•Power level management:
minimum 2.8 kw, maximum 7.4 kw

•Dialogue system: hood control 
(lighting and motor with automatic 
mode)
•Touch slider control with display
•Bridge function with automatic 
detection
•Automatic pot detection
•Chef function
•Heat-Up function
•Keep Warm function
•Pause function - Recall
•Independent timer for
each cooking zone
•Timer/minute reminder
•Power level management:
minimum 2.8 kw, maximum 7.4 kw

EAN Code Code Description

8034122900896 P01F5851.00#ZZZN400F Induction hob 59x52 cm / 4 cooking zones with control hood

8034122900902 P01F7851.00#ZZZN400F Induction hob 78x51 cm / 4 cooking zones with control hood
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Cut-out size
over top installation

Cut-out size
over top installation

Cut-out size
flush installation

Cut-out size
flush installation
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Induction hob – 90 cm

Dimensions
51 x 90 cm
Voltage/Frequency
220-240V 50/60 Hz
Min. power
2,8 kW
Max. power
7,4 kW
Installation
Flush/half flush

Induction hob – 88 cm

Dimensions
40 x 88 cm
Voltage/Frequency
220-240V 50/60 Hz
Min. power
2,8 kW
Max. power
7,4 kW
Installation
Flush/half flush

•Dialogue system: hood control 
(lighting and motor with automatic 
mode)
•Touch slider control with display
•Bridge function with automatic 
detection
•Automatic pot detection
•Chef function
•Heat-Up function
•Keep Warm function
•Pause function - Recall
•Independent timer for
each cooking zone
•Timer/minute reminder
•Power level management:
minimum 2.8 kw, maximum 7.4 kw

•Dialogue system: hood control 
(lighting and motor with automatic 
mode)
•Touch slider control with display
•Bridge function with automatic 
detection
•Automatic pot detection
•Chef function
•Heat-Up function
•Keep Warm function
•Pause function - Recall
•Independent timer for
each cooking zone
•Timer/minute reminder
•Power level management:
minimum 2.8 kw, maximum 7.4 kw

bridge function bridge functionbridge function

Induction hob
Technical drawings.

Layout induction zones
190 x 210 mm (2,1 / 3 kW) 
190 x 210 mm (2,1 / 3 kW) 
ø250 mm (2,3 / 3 kW) 
ø160 mm (1,4 / 2,1 kW) 
ø160 mm (1,4 / 2,1 kW)

Layout induction zones
4 Zones 190 x 210 mm (2,1 / 3 kW) 

EAN Code Code Description

8034122900919 P01F8840.00#ZZZN400F Induction hob 88x40 cm / 4 cooking zones with control hood

8034122900926 P01F9051.00#ZZZN400F Induction hob 90x51 cm / 5 cooking zones with control hood
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Design collection.
Virgola 75 / Virgola No-Drop 75 
Black finishing

Falmec has thought about following market trends and answering specific requests from interior designers and architects, 
expanding its offering with a painted matt black finish and new cabinet modularity, for more minimalistic kitchen spaces. 

Thus, Virgola 75 cm is now available in a “total black” variant both for its standard and its “No-Drop” version.

Such models will integrate Virgola’s already broad product family: the best solution to ensure suction performance, optimising 
the space inside the cabinet. 
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•Scotch Brite stainless steel 
  or matte black painted steel
•Tempered turning glass 
flap (smoked glass on black 
version)

•Electronic control 
•Dynamic Led Light
•Metallic grease filter, 
removable and washable

•Charcoal filter included
•Rear outlet available 

Optional accessories

Anti odour filter
Filtro: Carbon.Zeo regenerable
KACL.961
Filtro: Carbon
KACL.960 

Chimney
Black matt version
Telescopic 185+185 mm
KCVJN.00#N 
Chimney 120 mm
KCVJN.01#N 

Built-in
75 cm 
Motor and Control
600 m³/h
3 speed
Electronic control
Filtri antiodore
Carbon.Zeo regenerable (optional)
Carbon (optional)
Lighting 
Dynamic Led Light
2x1,2 W (2700-5600 K)
Energy Class
B
Sound pressure level
Min. speed
49 dB(A)re1pW 
Max. speed
65 dB(A)re1pW
Minimum distance
from cooker top
Gas hob: 52 cm
Electric hob: 52 cm
Weight 
11 kg

Rear view

Side view with optional chimneys
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Virgola 75 Black

EAN Code Code Description

8034122365336 CVJN75.E17P2#ZZZN460F Hood Virgola Evolution 75, black, motor 600 m3/h
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•Stainless steel with 
Scotch Brite finish/black matt

•Rotating tempered glass flap
(smoke on black matt version)

•Electronic control
•Dynamic Led Light
•Drainable and removable liquid

collector and removable
•Anti-condensation system
•Rear outlet available 

Optional accessories

Anti odour filter
Filtro: Carbon.Zeo regenerable
KACL.961

Chimney
Black matt version
Telescopic 185+185 mm
KCVJN.00#N 
Chimney 120 mm
KCVJN.01#N 

Built-in
75 cm 
Motor and Control
800 m³/h
3 speed
Electronic control
Filtri antiodore
Carbon.Zeo regenerable
(optional)
Lighting 
Dynamic Led Light
2x1,2 W (2700-5600 K)
Energy Class
B
Sound pressure level
Min. speed
49 dB(A)re1pW 
Max. speed
61 dB(A)re1pW
Minimum distance
from cooker top
Gas hob: 52 cm
Electric hob: 52 cm
Weight 
12 kg

Side view with optional chimneys

EAN Code Code Description

8034122365329  CVJN75.E13P2#ZZZN490F Hood Virgola No-Drop Evo 75, black, motor 800 m3/h
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Virgola No-Drop 75 Black



Falmec S.p.A

via dell’Artigianato, 42 z.i.
31029 Vittorio Veneto
info@falmec.com
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