
BELSŐ KERINGTETÉSES változat         KIVEZETÉSES változat  

48 DOWNDRAFT

motor on board external motor

Motor:
available with motor on board or external motor 
(to be purchased separately)
Lighting:
1x6,5W Led strip (S-DD2-L 575mm version)
1x5W Led strip (S-DD2-L 875mm version)
1x9W Led strip (S-DD2-L 1175mm version)
Control panel:
Touch control 4 speeds+light switch+timer
Grease filter:
Anodized aluminum (4+1 layers) 
Material: 
Stainless steel AISI304 and glass

Cut out: 
Create a niche in the countertop using the 
following dimensions 
100x542 mm (S-DD2-L 575mm)
100x842 mm (S-DD2-L 875mm)
100x1142 mm (S-DD2-L 1175mm)

Anti-crushing safety system

61

S DD2 - SDD2 L F.T. AND SUNRISE  SDD13 WITH SEM10
SDD2 L F.T. CM 90 WITH SEM12*

220x90

230x80

218x55 (filtering version only)
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SEZIONE A-A
SCALA 1 : 8

220X90

KIT INSTALLATION  SEM1 OR SEM2

220X90

S-DD11 with SEM1 or SEM2
(USING KIT INSTALLATION SDD16 WITH SEM1 OR SEM2)

SEM1
   or
SEM2
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